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Method and device for transmitting and ide ntifying a modulation ... 

In the quoted example of the two modulation types GMSK and 8-PSK modulation, the received training sequence is 
thus rotated back through 90 degrees and 67.5 ... 
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[PDF] EGPRS Test: Meeting the Challenge of 8PSK Modulation 
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As a result, the training sequence symbols for GMSK and 8PSK. differ only in the degree of rotation: %I2 for GMSK 
and 371/8 for 8PSK. ... 
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MSK (including GMSK). BPSK, QPSK, OQPSK, DQPSK, D8PSK, rc/4DQPSK, 8PSK, 3rc/8 8PSK (EDGE), ti/8 
D8PSK;. QAM (absolute encoding): 16, 32, 64, 128, 256, 512, ... 
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METHOD AND SYSTEM FOR BLIND DETECTION OF MODULATION - Patent EP1 230772 
In EDGE technology, the same bit sequence is used for both GMSK and 8PSK modulation. However, the training 
sequence is rotated ninety (90) degrees (i.e., ... 

wwwJreepaientsor!iine.con-:/EP1230772 h!:r:; ■■ - Cached - a^a^Laaaaa 

Method for modulation detection - Patent 20050084040 

When discriminating between GMSK and 8-PSK modulated bursts, the primary task of a a step 71 0 can include 

RLC block modulation identification. ... 




A Blind Modulation Type Detector for DPRS Standard 

A continuous rotation (of 3^/8) is introduced to minimize the power dynamics for AWGN channel: there is higher 

discrimination between GMSK and 8-PSK ... 
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the selected modulation scheme (e.g., tz/2 for GMSK or. 3^/8 for 8-PSK). The modulatedbursts16 with the rotated, 
training sequences are then forwarded to the ... 
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3 bits -* 1 symbol. Bits. 8PSK. symbols. Matching, to GMSK. frequency spectrum. Phase shift keying. Reduction of. 
crest factor. Linearized. Gaussian. 3^/8 ... 



Linearization of power amplifiers by means of digital predistortion 

GMSK (Gaussian Minimum Shift Keying) is the modulation format used in GSM. It has .... modulation type is 3^/8 
shifted 8-PSK and each constellation point is ... 
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Serial # and host ID of instrument. Customer's email address. E4430BK-UND Synchronize two ESGs to 

combine EDGE (8PSK) and GSM (GMSK) timeslots. ... 
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